ladybird

La luminaria ideal para horticultura, versatil, conexion
flexible, extremadamente profesional, tanto a nivel de
rendimiento luminico, como a nivel de superficie de cultivo,
LADYBIRD, llega a niveles éptimos e incluso superiores

a cualquier luminaria de cultivo, existente en el mercado.

Tan solo con un simple cambio de reflector interior de la
luminaria, la solucién luminica resulta con mayor o menor
profundidad de campo, no hay que cambiar toda la
luminaria, exclusivamente el reflector y ya tenemos un
mayor servicio por parte del punto de luz.

El propio formato de la luminaria nos garantiza una
mayor longevidad de todos y cada uno de sus
componentes, por tanto de la propia luminaria en cuestion.
Acero galvanizado en sus elementos de cierre y tapetas
laterales, ademas de una perfecta ventilacion del
alojamiento del equipo luminico, mantienen una ventilacion

constante, 6ptima para una mayor duracion de la lampara.

Ejecucion:
<Disponible en 2 versiones de reflector diferentes.
eIndicar el tipo de reflector deseado al hacer el pedido.

Protection IP23 -0- 5x2.5
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GENERAL /7 GENERAL
Voltaje / Voltage: 230V 50HZ o 120V 60HZ
Potencia / Power: 400W-HPS/600W-HPS

MEDIUM

OHA

ladybird

LADYBIRD; ideal light fixture for professionals.
Light fixtures produced by CS Lighting guarantee
even light levels which will amaze any user.

Just by changing the reflector you can change light
solution depending on the mounting height or needed
light level.

The ventilated body, made of aluminium profile, cools
and ensures longer life of the unit. It guarantees an
economical use of high quality components. End plates
are made of aluminium galvanized steel.

Reflector; made of the best possible aluminium: hammered
MIRO 8 which surface is very bright and hard because
of the anodizing and the metallization.

Construction:

= Extruded aluminium casing.

= Excellent mechanical stability and high resistance to
corrosion.

= The components installed are protected against heat.

= Energy saving and efficacy: New reflector in highly
pure aluminium. (99.99%), total reflection: 95%. MIRO 8

= Electronic lighting equipment.

= Compensation of phases.

= Available as an option: 3 different reflectors.

= Indicate Multimetal luminaires when placing orders.

MEDIDAS /MESUREMENTS
Alto / Height: 195 mm
Ancho / Width: 325 mm
Largo / Length: 370 mm
Peso / Weight: 8,5/11 kgs

VARIOS / VARIOUS
Portalamparas / Lampholder: E40

Lampara / Bulb:
Sodio alta presion / High pressure sodium (HPS)

Conexion/Connection:
Se sirve con 2 m de cable y clavija (bajo pedido)
Supplied with 2 m lead and a contact plug upon request.

Montaje/Mounting: en rail o cable /on rail or cable.
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